
PIKE 1000 SPRAYER  
Information about the battery 

WARNING! Before first use, the battery requires at least 

2 hrs 40 min charge time to be fully charged. When the battery is at low 

capacity, recharge for 2 hrs 40 min again before resuming operation. 

WARNING! This charger does not automatically turn off when the battery 

is fully charged. Please take care not to leave the battery plugged into the 

charger. Switch off or unplug the charger at the mains when charging is 

complete. 

IMPORTANT! Never allow the battery pack to become fully discharged as this will cause irreversible damage 

to the battery. 

 

1. The battery pack supplied with your sprayer is only partially charged. The battery pack must be 

charged completely before you use the sprayer for the first time.  The battery will take approximately 

2 hours 40 min to charge. The battery indicator LEDs will twinkle and illuminate one by one during 

the charging process. Unplug the charger immediately when the 3 LEDs are all illuminated. 

2. For optimum battery performance, avoid low discharge cycles by charging the battery pack 

frequently. 

3. Store the battery pack in a cool place, ideally at 77°F (25°C) and charged to at least 40%. 

4. Lithium-ion batteries are subject to a natural aging process. The battery pack must be replaced at the 

latest when its capacity falls to just 80% of its capacity when new. Weakened cells in an aged 

battery pack are no longer capable of meeting the high-power requirements needed for the proper 

operation of your sprayer, and therefore pose a safety risk. 

5. Do not exhaustively discharge batteries. Exhaustive discharge will damage the battery cells. The 

most common cause of exhaustive discharge is lengthy storage or non-use of partially discharged 

batteries. Stop working as soon as the performance of the battery falls noticeably or the electronic 

protection system triggers. Place the battery pack in storage only after it has been fully charged. 

6. During periods of heavy use, the battery pack will become warm. Allow the battery pack to cool to 

room temperature before connecting it to the charger to recharge. 

7. Do not overcharge batteries. Do not exceed the maximum charging times. These charging times only 

apply to discharged batteries. Frequent insertion of a charged or partially charged battery pack will 

result in overcharging and cell damage. Do not leave batteries connected to the charger for days on 

end. 

8. Never fully discharge the battery pack (maximum recommended depth of discharge is 80%). A 

complete discharge of the battery pack will lead to premature aging of the battery cells. 

9. Timely recharging of the battery will help prolong the battery's life. You must recharge the battery 

pack when you notice a drop in the equipment's power. 

 

Battery 1000 lithium-ion battery packs maintain their charge during storage longer than other battery 

pack types. As a general practice, it is best to unplug the battery charger and remove the battery pack 

when they are not in use. Recharge the battery pack every 6 months to 50% capacity (2 lights on) during 

off-season storage to maintain optimal battery performance. 

 

 


